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Apoccenb CW RADIAL TYPE CHOKE COILS

@

Contain high-frequency ferrite.
Comeparatively large rated current.

Taping is also available which can be used in
automated mounting lines.

IAPPLICATIONS|

I Power supplies, DC-DC converters -
I TVs, VTRs, Telephones
I Computers, Computer Peripherals,
1 Air-Conditioners, Home Electric Appliance
1 Electronic toys and games
MATERIALS FOR CHOKE COILS
Materials
@\ / 1.Core Ferrite core
N ?\i 2.Wire Polyurethane enameled copper wires
- 3.Lead wire Soldered copper wires
©/=_J§@<:l 4.Tube Heat shrinkable tube, PVC or UL
5.Glue Epoxy resin
IDIMENSION (mm)|
TABLE
Lo
— ] CwW34 4.0 6.0 10 15 |05 (13| P.126
_R——F
el | C ] f N P.127
—— K Y CW57 | 7.0 85 | 10 | 15 |06 |25| P.128
| P.129
B D A CW68 7.5 10.0 10 15 | 0.6 |3.0| P.130
P.131
CWS8A 9.0 12 10 15 | 06| 5 | P.132
P.133
CwoC 10 14 10 15 |0.8| 5| P.134
P.135
CWAC 11 14 10 15 0.8 | 6 | P136
P.137
CWCD 13 15 10 15 |08 (75| P.138
sk Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW34 (H500-0068)
TURNS INDUCTANCE D.CR. CURRENT
STAMP| (T) (uH) Q) Max.
Ref. Within Mau. dc2
CW34-1R0OM 1ROM 10% 1.0£20% 75 61m 150 2.1 24
- 70 2.2
CW34-1R5M 1R5M 12 f0.18 1.5£20% 72m 110 1.7 2.0
- 1.9
CW34-2R2M 2R2M 15% 2.2+20% 91m 75 1.4 1.7
= f0.17 65 1.6
CW34-3R3M 3R3M 18% 3.3£20% 0.11 50 1.2 1.5
- 1.4
CW34-4R7M 4R7M 22% f0.16 4.7+20% 0.16 45 0.95 1.3
- 24Y; 50 1.2
CW34-6R8M | 6R8M | 26Y% 6.8+20% 0.21 34 0.80 1.1
- f0.15 |  8.2+20% 55 1.0
CW34-100K | 100K | 31% 10+10% 0.25 27 0.70 0.90
- c0.14 40 0.85
CW34-150K | 150K | 39% 15+10% 0.36 23 0.56 0.73
= f0.13 0.72
CW34-220K 220K A7 22+10% 0.53 18 0.48 0.66
- 52% | f0.12 40 0.63
CW34-330K | 330K | 58% 33+10% 0.90 15 0.38 0.57
39+10% 0.50
CW34-470K 470K 57 f0.11 47+10% 0.9 13 0.34 0.43
20 0.38
CW34-680K | 680K | 68% 68+10% 1.1 11 0.28 0.35
(0.10 82+10% 0.32
CW34-101K 101K 83" 100+£10% 40 1.4 8.7 0.23 0.30
0.26
CW34-151K 151K 102%, | £0.09 150+£10% 45 2.3 7.0 0.19 0.24
112% 180+10% 0.22
CW34-221K 221K 122> £0.08 220+10% 50 3.4 5.5 0.16 0.20
137% 270£10% 0.18
CW34-331K 331K 150%: 330+£10% 54 4.5 0.12 0.16
£0.07 0.14
CW34-471K | 471K | 180% 470+10% - 6.8 3.8 0.10 0.13
£0.06 0.12
CW34-681K | 681K | 215% 680+10% 10 2.9 80m 0.10
820+10% 85m
CW34-102K 102K 260% | f0.05 1000+£10% 50 18 2.6 70m 80m
285% 1200+10% 75m
CW34-152K | 152K | 315% | . | 150010% 45 32 1.8 55m 60m
345% 1800+10% 55m
CW34-222K 222K 3807 £0.03 2200£10% 30 66 1.5 45m 40m
420% 2700£10% 35m

% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW45 (H500-0039)
DCURRENT [ S.RF
A) Max. Ref.
ldc 2 (MHz)
CW45-1ROM 1ROM 1.0£20% 30.6m | 4.4 3.2 210
- 180
CW45-1R5M 1R5M 1.5220% 38.4m | 3.8 2.7 154
- 125
CW45-2R7M 2R7M 2.7+20% 47.6m | 3.0 2.4 100
- 20 63
CW45-3R9M 3R9M 3.9+20% 735m | 2.4 2.0 58
- 48
CW45-5R6M 5R6M 5.6+20% 84.5m | 2.1 1.6 40
- 35
CW45-8R2M 8R2M 8.2+20% 0.11 1.7 1.4 34
- 31
CW45-120K 120K 12+10% 35 0.14 1.4 1.2 26
- 25
CW45-180K 180K 18+10% 29 0.19 1.2 1.0 23
- 21
CW45-270K 270K 27+10% 0.30 [ 0.98 0.80 18
- 16
CW45-390K 390K 39+10% 25 0.41 | 0.80 0.72 14
- 13
CW45-560K 560K 56+10% 0.58 | 0.65 0.58 11
- 10
CW45-820K 820K 82+10% 23 0.78 | 0.56 0.48 9.60
- 8.67
CW45-121K 121K 120+10% 33 1.15 | 0.45 0.42 7.65
- 7.10
CW45-181K 181K 180+10% 156 | 0.38 0.34 6.83
- 50 6.07
CW45-271K 271K 270+10% 2.65 | 0.30 0.24 5.03
- 4.58
CW45-391K 391K 390+10% 3.84 | 0.25 0.19 4.32
- 65 3.68
CW45-561K 561K 560+10% 564 | 0.22 0.17 3.37
- 680+10% 3.13
CW45-821K 821K 820+10% 9.24 | 0.18 0.14 2.85
- 2.55
CW45-122K 122K 1200+10% 11.8 | 0.14 0.11 2.25
- 2.09
CW45-182K 182K 1800+10% 72 18.6 | 0.12 90m 1.95
- 1.81
CW45-272K 272K 2700+10% 31.2 | 0.10 70m 1.49
- 1.40
CW45-392K 392K 3900+10% 39.7 | 80m 60m 1.30
- 1.05
CW45-562K 562K 5600+10% 65 68.4 | 65m 50m 0.98
- 0.93
CW45-822K 822K 8200£10% 89.5 | 55m 40m 0.86
- 10000+10% 33 0.80
% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW57 (H500-0038)
O SRF
A) Ref.
idcz| MH2
CW57-1ROM | 1ROM 1.0£20% 85 13.0m 5.6 6.5 180
CW57-1R2M 1.2£20% 95 160
CW57-1R5M | 1R5M 1.5+20% 110 16.5m 4.2 4.5 140
CW57-1R8M 1.8+20% 120
CW57-2R2M | 2R2M 2.2+20% 100 20.5m 3.4 3.6 95
CW57-2R7M 80
CW57-3R3M | 3R3M 3.3+20% 90 26.5m 3.0 3.2 70
CW57-3R9M 45
CW57-4R7M | 4R7M 4.7+20% 36.5m 2.3 2.8 40
CW57-5R6M 33
CW57-6R8M | 6R8M 6.8+20% 85 48.5m 1.9 2.4 30
CW57-8R2M 8.2+20% 28
CW57-100K 100K 10+10% 65 65.0m 1.7 2.0 25
CW57-120K 12+10% 22
CW57-150K 150K 15+10% 97.5m 1.3 1.6 20
CW57-180K 60 17
CW57-220K 220K 22+10% 0.13 1.0 1.4 15
CW57-270K 14
CW57-330K 330K 33£10% 45 0.16 0.88 1.0 12
CW57-390K 11
CW57-470K 470K 47+10% 0.25 0.75 0.85 10
CW57-560K 40 9.0
CW57-680K 680K 68+10% 0.41 0.62 0.62 7.5
CW57-820K 82+10% 30 6.8
CW57-101K 101K 100£10% 0.38 0.40 0.82 6.5
CW57-121K 20 6.2
CW57-151K 151K 150£10% 0.55 0.33 0.66 5.4
CW57-181K 180£10% 5.2
CW57-221K 221K 220+10% 0.73 0.28 0.57 4.7
CW57-271K 15 43
CW57-331K 331K 330+10% 1.10 0.22 0.50 4.0
CW57-391K 35
CW57-471K 471K 470+10% 1.7 0.18 0.36 3.1
CW57-561K 25 2.6
CW57-681K 681K 680+10% 23 0.15 0.32 2.4
CW57-821K 820£10% 2.2
CW57-102K 102K 1000£10% 60 3.2 0.13 0.26 2.2
CW57-122K 70 1.9
CW57-152K 152K 1500+10% 5.2 0.11 0.20 1.7
CW57-182K 1.6
CW57-222K 222K 2200+10% 7.9 90m 0.16 1.5
CW57-272K 90 1.3
CW57-332K 332K 3300+10% 12 70m 0.13 1.2
CW57-392K 1.1
CW57-472K 472K 4700+10% 17 55m 0.11 1.0
CW57-562K 5600+10% 70 0.82
CW57-682K 682K 6800+10% 65 25 48m 90m 0.76
CW57-822K 8200+10% 0.71
CW57-103K 103K 10000£10% 33 40m 83m 0.65
CW57-123K 70 0.55
CW57-153K 153K 15000+£10% 52 32m 66m 0.51
CW57-183K 65 0.44
CW57-223K 223K 22000+10% 80 26m 52m 0.40
CW57-273K 27000£10% 70 0.37
CW57-333K 333K 33000£10% 138 20m 40m 0.36
CW57-393K 60 0.34
CW57-473K 473K 4700010% 178 16m 30m 0.31
% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW65 (H500-0042)
TED
CURRENT ReF
ax.(A) (MH2)
Idc 2

CW65-1R2M 1R2M 1.2420% 15.0m 5.3 5.0 125
- 95
CW65-2R2M 2R2M 2.2+20% 20.8m 45 4.0 90
- 75
CW65-3R3M 3R3M 3.3+20% 20 30.0m 3.5 3.4 69
- 61
CW65-4R7M 4AR7M 4.7+20% 34.2m 3.0 2.6 53
- 32
CW65-6R8M 6R8M 6.8+20% 48.0m 2.5 2.5 44
- 8.2+20% 39
CW65-100K 100K 10+10% 73.5m 2.0 2.0 33
- 26 82
CW65-150K 150K 15+10% 0.11 1.7 1.7 27
- 18+10% 24
CW65-220K 220K 22+10% 0.15 1.4 1.4 22
- 23 20
CW65-330K 330K 33+10% 0.23 1.1 1.1 17
- 39+10% 16
CW65-470K 470K 47+10% 0.30 0.95 0.96 15
- 13
CW65-680K 680K 68+10% 0.41 0.80 0.78 12
= 18 11
CW65-101K 101K 100£10% 0.63 0.65 0.63 10
- 9.1
CW65-151K 151K 150+10% 0.90 0.54 0.53 8.2
- 6.7
CW65-221K 221K 220+10% 20 1.2 0.44 0.44 6.2
- 270+10% 6.0
CW65-331K 331K 330+10% 2.0 0.36 0.35 5.2
- 23 4.8
CW65-471K 471K 470+10% 2.8 0.30 0.30 4.9
- 560+10% 4.2
CW65-681K 681K 680+10% 36 4.3 0.26 0.24 3.7
- 820+10% 3.4
CW65-102K 102K 1000+£10% 6.5 0.21 0.19 3.0
- 2.8
CW65-152K 152K 1500+£10% 9.8 0.18 0.15 2.4
- 2.2
CW65-222K 222K 2200+10% 13 0.14 0.13 2.0
- -8 1.8
CW65-332K 332K 3300+10% 20 0.11 0.10 1.6
- 1.4
CW65-472K 472K 4700+10% 30 90m 80m 1.3
- 1.2
CW65-682K 682K 6800210% 40 80m 70m 1.1
- 8200+10% 0.99
CW65-103K 103K 10000£10% 69 65m 55m 0.92
5 46 0.85
CW65-153K 153K 15000+£10% 92 50m 45m 0.78

% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW68 (H500-0034)
CURRENT
5 S.R.F. Ref.
(MHz)
CW68-1R0OM 1ROM 1.0£20% 8.6m 6.2 7.3 188
= 172
CW68-1R5M 1R5M 1.5£20% 13.2m 4.8 5.7 145
. 115
CW68-2R7M 2R7TM 2.7£20% 16.5m 3.8 5.0 98
- 15 78
CW68-3R9M 3ROM 3.9+20% 20.0m 3.2 4.5 60
- 47
CW68-5R6M 5R6M 5.6+20% 25.0m 2.5 3.7 32
= 30
CW68-8R2M 8R2M 8.2+20% 37.7m 2.1 3.0 26
= 25
CW68-120K 120K 12+10% 50 46.0m 1.7 2.6 23
= 15+10% 20
CW68-180K 180K 18+10% 58.2m 1.4 2.4 18
- 40 17
CW68-270K 270K 27+10% 77.0m 1.2 2.1 15
= 33+10% 13
CW68-390K 390K 39+10% 0.11 0.96 1.6 12
= 35 11
CW68-560K 560K 56+10% 0.16 0.80 1.3 9.6
= 30 8.5
CW68-820K 820K 82+10% 0.23 0.70 1.1 7.7
= 7.1
CW68-121K 121K 120£10% 0.30 0.58 0.95 6.6
- 20 6.0
CW68-181K 181K 180+£10% 0.48 0.48 0.80 54
= 220+10% 4.8
CW68-271K 271K 270£10% o5 0.76 0.39 0.65 4.0
= 330+£10% 3.7
CW68-391K 391K 390£10% 25 1.1 0.33 0.50 3.4
= 3.2
CW68-561K 561K 560£10% 20 1.4 0.27 0.43 3.0
= 2.6
CW68-821K 821K 820+£10% 2.0 0.22 0.33 2.3
- 1000+10% 55 2.1
CW68-122K 122K 1200+£10% 65 3.0 0.18 0.28 1.9
- 1500+10% 60 1.7
CW68-182K 182K 1800+£10% 65 4.5 0.15 0.22 1.6
- 2200+10% 60 1.5
CW68-272K 272K 2700£10% 65 6.5 0.12 0.20 1.3
- 3300+10% 70 1.2
CW68-392K 392K 3900£10% 90 11 0.10 0.15 1.1
= 1.0
CW68-562K 562K 5600£10% 80 15 85m 0.13 0.87
- 6800+10% 0.82
CW68-822K 822K 8200£10% 23 70m 0.10 0.77
- 0.60
CW68-123K 123K 12000+£10% 33 55m 80m 0.57
- 0.53
CW68-183K 183K 18000+£10% 53 45m 65m 0.47
. 85 0.44
CW68-273K 273K 27000£10% 82 35m 55m 0.36
- 0.33
CW68-393K 393K 39000£10% 105 25m 45m 0.32
- 47000+£10% 0.30

% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW77 (H500-0050)
ATED
CURRENT S.RF
Max. Ref. (MHz)
Idc 2
CW77-1ROM 1ROM 5V 1.0£20% 9m | 5.0 7.0 180
- 1.2+20% 140 150
CW77-1R5M 1R5M 7% £0.45 1.5220% 120 15m | 4.0 5.7 100
- ' 75
CW77-2R7M 2R7M 9 2.7+20% 19m | 3.2 4.7 55
- 10% 3.3+20% 115 47
CW77-3R9M 3R9M 11 3.9+20% 130 28m | 2.7 3.7 45
- 4.7+20% 110 38
CW77-5R6M 5R6M 14V, 5.6220% 100 37m | 2.2 3.4 37
- £0.40 6.8120% 98 34
CW77-8R2M 8R2M 17% ' 8.2+20% 85 45m | 1.8 3.0 28
- 26
CW77-120K 120K 21}, 12+10% 60 56m | 1.5 2.6 25
- 241, 22
CW77-180K 180K 26, f0.37 18+10% 78m | 1.3 2.2 19
- 29Y, f0.35 50 18
CW77-270K 270K 32} £0.32 27+10% 013 | 1.0 1.7 16
- 35/, ' 33+10% 45 14
CW77-390K 390K 38} f0.31 39+10% 40 0.16 | 0.80 | 1.5 13
- 47+10% 12
CW77-560K 560K 40 f0.30 56+10% 019 [ 1.20 | 13 1
Z 441 22 10
CW77-820K 820K 49V, f0.28 82+10% 025 | 095 | 1.1 8.7
- 541, f0.27 8.3
CW77-121K 121K 59}, f0.25 120+10% 0.40 | 0.80 | 0.85 7.2
- 6.3
CW77-181K 181K 72}, r0.23 180+10% 15 0.56 | 0.70 | 0.68 5.6
- f0.21 Bl
CW77-271K 271K 89}, 270+10% 0.83 | 0.55 | 0.58 4.7
- 98}, £0.20 330+£10% 4.2
CW77-391K 391K 107% | f0.19 390+10% 1.2 | 0.45 | 0.48 3.9
- 3.3
CW77-561K 561K o, | oY 560+10% 15 1.7 | 0.38 | 0.38 3.1
- 141% | f0.16 2.9
CW77-821K 821K 152y | 015 820+10% 26 | 031 | 031 2.3
CW77-122K 122K 185% | f0.14 | 1200+10% 36 | 025 | 0.26 1.9
- £0.13 1500£10% 60 1.8
CW77-182K 182K 229/, ' 1800+10% 52 54 | 022 | 0.22 1.7
- £0.12 50 L
CW77-272K 272K 282 2700£10% 77 1018 | 0.18 1.4
- 310% f0.11 60 1.3
CW77-392K 392K 333} 3900+10% 13 | 0.14 | 0.14 1.1
- f0.10 4700£10% 55 1.0
CW77-562K 562K 405/ 5600+10% 50 17 | 012 | 0.12 0.95
- f0.09 |_6800£10% 0.88
CW77-822K 822K 495/, ' 8200+10% 42 25 | 95m | 0.10 0.83
. £0.08 62 200
CW77-123K 123K 590/, 12000+10% 37 | 80m | 80m 0.65
- £0.07 58 s
CW77-183K 183K 722V, 18000+10% 60 | 65m | 65m 0.55
- £0.06 42 o
CW77-273K 273K 8741, 27000£10% 96 | 55m | 50m 0.43
- 0.36
CW77-393K 393K 10421, | f0.05 | 39000+10% 35 158 | 40m | 36m 0.35
- 1153 47000£10% 0.32
% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW8A (H500-0047)
CURRENT
ax.
Idc2
CWB8A-2R2M 2R2M 2.2+ 20% 9.5m 120 7.0 6.8
- 6.7
CWB8A-3R3M 3R3M 3.3%20% 12.2m 83 5.8 6.0
- 5.7
CWB8A-4R7M 4R7M 4.7+ 20% 15 15.5m 50 5.1 5.4
- 5.0
CWB8A-6R8M 6R8M 6.8 + 20% 18.5m 30 4.3 4.6
- 8.2+ 20% 4.0
CWB8A-100K 100K 10 + 10% 65 27.0m 20 3.6 3.8
- 3.7
CWB8A-150K 150K 15 + 10% 60 36.0m 16 2.8 3.6
- 18+ 10% 32
CWB8A-220K 220K 22 + 10% 50 45.0m 14 2.5 3.1
- 27 £10% 2.6
CWB8A-330K 330K 33+ 10% 45 70.0m 11 2.0 2.4
- 39+ 10% 2.2
CWB8A-470K 470K 47 + 10% 20 86.5m 8.5 1.7 2.1
- 56 * 10% 1.9
CWB8A-680K 680K 68 * 10% 0.13 7.1 1.4 1.8
- 35 16
CWB8A-101K 101K 100 * 10% 0.18 5.8 1.1 15
- 14
CWB8A-151K 151K 150 + 10% 25 0.26 4.8 0.96 1.2
- 11
CWB8A-221K 221K 220 + 10% 23 0.41 3.8 0.78 1.0
- 270 + 10% 0.87
CWB8A-331K 331K 330 + 10% 0.53 3.3 0.66 0.82
- 0.75
CWB8A-471K 471K 470 + 10% 15 0.71 2.8 0.56 0.70
- 0.63
CWBA-681K 681K 680 + 10% 1.1 2.2 0.46 0.58
- 820 + 10% 0.50
CWB8A-102K 102K 1000 + 10% 25 15 1.8 0.38 0.47
- 0.41
CWB8A-152K 152K 1500 + 10% 2.2 15 0.32 0.40
- 33 0.35
CWB8A-222K 222K 2200 + 10% 3.4 1.2 0.26 0.32
- 0.28
CWB8A-332K 332K 3300 + 10% 5.0 1.0 0.21 0.26
- 0.23
CWB8A-472K 472K 4700 + 10% 45 7.2 0.75 0.17 0.21
- 0.20
CWB8A-682K 682K 6800 + 10% 10 0.64 0.14 0.18
- 8200 + 10% 0.15
CWB8A-103K 103K 10000 * 10% 15 0.55 0.11 0.14
- 0.13
CWB8A-153K 153K 15000 * 10% 25 0.45 90m 0.11
- 90 0.10
CWB8A-223K 223K 22000 * 10% 35 0.35 70m 90m
. 80m
CWB8A-333K 333K 33000 * 10% 54 0.31 60m 75m
- 65m
CWB8A-473K 473K 47000 * 10% 65 81 0.24 50m 60m
- 56000 * 10% 55m
CWB8A-683K 683K 68000 + 10% 125 0.19 40m 50m
- 52 45m
CWB8A-104K 104K 100000 * 10% 192 0.16 30m 35m
% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CW9B (H500-0087)

CURRENT
Max.
Idc 2
CW9B -3R3M 3R3M 3.3+20% 77 13m 12 6.7
CW9B-4R7M 4R7M 4.7+2095 60 18m 10 g:g
CWOB-6REM 6R8M 6.8+2005 36 22m 8.2 g:i
CWOB-100K 100K 10£10% 19 26m 6.8 jjg
CW9B-150K 150K 15:10% 13 35m 5.7 iig
CWOB-220K 220K 22+10% 10 55m 4.6 :33:3
CWOB-330K 330K 33x10% 9.0 71m 3.4 3:3
CW9B-470K 470K 47+10% 7.0 90m 3.2 3:?1
CWOB-680K 680K 68+10% 5.9 0.13 2.7 3:(1)
CWOB-101K 101K 100£10% 4.9 0.15 2.2 i:g
CW9B- 151K 151K 150+10% 3.4 0.26 1.8 ig
CWOB- 221K 221K 220+10% 3.0 0.35 1.4 ﬁ
CWOB- 331K 331K 330£10% 2.2 0.54 1.2 8:32
CW9B- 471K 471K 470£10% 2.0 0.80 0.98 8;3
CWOB- 681K 681K 680+10% 1.6 1.1 0.80 8:22
CWOB- 102K 102K 1000£10% 1.3 15 0.70 8228
CW9B- 152K 152K 1500£10% 1.1 2.2 0.58 8:23
CWOB- 222K 222K 2200£10% 0.93 35 0.48 8::332
CWOB- 332K 332K 3300£10% 0.62 5.4 0.38 8::232
CW9B- 472K 472K 4700£10% 0.59 7.6 0.32 8:33
CWOB- 682K 682K 6800£10% 0.47 10.5 0.27 8&3
CWOB- 103K 103K 10000£10% 0.41 17.2 0.22 8:1471
CW9B- 153K 153K 15000£10% 0.31 23.5 0.18 8&2
CWOB- 223K 223K 22000+10% 0.29 37 0.15 gélrg
CWOB- 333K 333K 33000£10%, 0.25 53 0.13 ng
CW9B- 473K 473K 47000£10% 0.21 79 0.10 ng
CWOB- 683K 683K 68000+10% 0.15 120 90m ggm
CWOB- 104K 104K 100000£10% 0.12 187 70m ﬁm
CW9B- 154K 154K 150000£10% 0.09 305 50m ‘33?
% Specifications other than the above will be furnished upon request.
Tenedon B Mockse +7 (499) 500 94 02; E-mail: belterratrans@gmail.com

Tenedon B Muncke +375 (29) 707 79 46; Be6-caitr: http://belterratrans.com/



http:http://belterratrans.com
http:belterratrans@gmail.com

00000 H Ben Tpanc-opuumanbubiii Toprossiit maptaep Coils Electronic 8 Poccun n
benapycu.

ELE N RADIAL TYPE CHOKE COILS

Specification table of Radial type Choke Coils CW9C

RATED CURRENT (A)[ S.R.F.
PART No. STAMP ”(\‘U%J%.Arﬁlcl\l'f UNLOADED Q) D.C.R. (€2) e T e
' ' Idc1 | Idc2 (Ref.)
CW9C-100K 100K 10+10% 18.5m 4.6 5.0 25.0
CW9C-120K 120K 12+10% 70 20.5m 4.2 4.8 17.0
CWOC-150K 150K 15+10% 27.0m 3.7 4.2 15.0
CWOC-180K 180K 18+10% 65 30.0m 3.4 4.0 14.0
CW9C-220K 220K 22+10% 34.0m 3.0 3.8 13.3
CWOC-270K 270K 27+10% 60 40.0m 2.7 35 11.5
CWO9C-330K 330K 33+10% 50 45.0m 25 3.4 9.5
CWO9C-390K 390K 39+10% 45 52.0m 2.2 3.2 9.0
CW9C-470K 470K 47+10% 56.5m 2.1 3.0 8.2
CWOC-560K 560K 56+10% 40 71.5m 1.9 25 7.4
CWO9C-680K 680K 68+10% 91.0m 1.8 2.3 6.4
CWO9C-820K 820K 82+10% 30 0.10 1.6 2.2 5.6
CWO9C-101K 101K 100+£10% 45 0.13 1.4 2.0 4.9
CWOC-121K 121K 120+10% 40 0.15 1.3 1.7 4.8
CWOC-151K 151K 150+10% 30 0.18 1.2 1.6 4.2
CW9C-181K 181K 180+10% 35 0.23 1.0 1.4 3.8
CW9C-221K 221K 220+10% 30 0.26 0.94 1.3 3.5
CWOC-271K 271K 270+10% 0.30 0.88 1.2 3.2
CWO9C-331K 331K 330+10% 0.38 0.80 1.1 2.7
CWO9C-391K 391K 390+10% 25 0.45 0.75 0.92 25
CW9C-471K 471K 470+10% 0.58 0.68 0.80 2.4
CWOC-561K 561K 560+10% 0.64 0.64 0.75 2.3
CW9C-681K 681K 680+10% 20 0.78 0.58 0.70 2.1
CW9C-821K 821K 820+10% 15 0.90 0.50 0.62 1.8
CWOC-102K 102K 1000+10% 1.1 0.46 0.60 1.7
CWOC-122K 122K 1200+10% 20 1.3 0.43 0.54 1.5
CWOC-152K 152K 1500+10% 1.6 0.38 0.50 1.4
CWOC-182K 182K 1800+10% 2.0 0.34 0.44 1.2
CW9C-222K 222K 2200+10% 30 2.4 0.31 0.40 1.0
CWOC-272K 272K 2700+10% 40 3.0 0.28 0.34 0.9
CW9C-332K 332K 3300+10% 30 3.6 0.25 0.32 0.82
CW9C-392K 392K 3900+10% 35 4.2 0.24 0.28 0.78
CW9C-472K 472K 4700+10% 5.0 0.22 0.26 0.72
CW9C-562K 562K 5600+10% 45 6.7 0.19 0.24 0.66
CW9C-682K 682K 6800+10% 40 7.7 0.18 0.22 0.60
CW9C-822K 822K 8200+10% 30 8.6 0.16 0.21 0.56
CW9C-103K 103K 10000+10% 11 0.14 0.19 0.50
CWO9C-123K 123K 12000+10% 85 13 0.13 0.18 0.47
CWO9C-153K 153K 15000+10% 15 0.11 0.15 0.37
CW9C-183K 183K 18000+10% 19 0.10 0.14 0.35
CW9C-223K 223K 22000£10% 90 24 95m 0.12 0.31
CWO9C-273K 273K 27000+10% 30 85m 0.10 0.27
CW9C-333K 333K 33000+10% 41 80m 95m 0.25
CW9C-393K 393K 39000+10% 75 50 70m 80m 0.22
CW9C-473K 473K 47000+10% 56 60m 70m 0.21
% Specifications other than the above will be furnished upon request.
Tenedon B Mockse +7 (499) 500 94 02; E-mail: belterratrans@gmail.com
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Specification table of Radial type Choke Coils CWAA (H500-0121)
D.C.R. RATED CURRENT S.RF.
PART No. STAMP INDUCTANCE (uH) (Q) (A) Max. Ref.
WITHIN Max. ldc 1 ldc 2 (MHZ)
CWAA-3R3M 3R3M 3.3x20% 15m 12 7.5 70
CWAA-3RIM 3ROM 3.9£20% 16m 11 7.1 58
CWAA-4R7M 4R7TM 4.7£20% 18m 10 6.8 47
CWAA-5R6M 5R6M 5.6£20% 20m 9.6 6.4 38
CWAA-6R8M 6R8M 6.8+20% 22m 8.8 6.1 30
CWAA-8R2M 8R2M 8.2+20% 23m 8.0 5.9 24
CWAA-100K 100K 10£10% 25m 7.5 5.6 20
CWAA-120K 120K 12+10% 30m 6.9 5.4 15
CWAA-150K 150K 15£10% 39m 6.1 4.6 13
CWAA-180K 180K 18+10% 43m 5.6 4.4 12
CWAA-220K 220K 22+10% 48m 5.2 4.0 11
CWAA-270K 270K 27+£10% 55m 4.6 3.7 10
CWAA-330K 330K 33+10% 60m 4.2 3.6 9.4
CWAA-390K 390K 39+10% 68m 3.8 3.5 9.0
CWAA-470K 470K 47+10% 86m 3.4 3.0 7.8
CWAA-560K 560K 56+10% 95m 3.2 2.8 6.9
CWAA-680K 680K 68+10% 0.12 2.8 2.4 6.0
CWAA-820K 820K 82+10% 0.13 2.6 2.2 5.5
CWAA-101K 101K 100+£10% 0.18 2.4 2.0 4.8
CWAA-121K 121K 120+10% 0.19 2.1 1.8 4.4
CWAA-151K 151K 150+£10% 0.23 1.9 1.7 3.9
CWAA-181K 181K 180+10% 0.28 1.7 1.5 3.5
CWAA-221K 221K 220£10% 0.32 1.6 1.4 3.3
CWAA-271K 271K 270+10% 0.40 1.4 1.3 2.9
CWAA-331K 331K 330£10% 0.46 1.3 1.2 2.8
CWAA-391K 391K 390+£10% 0.56 1.2 1.1 2.4
CWAA-471K 471K 470+10% 0.64 1.0 0.97 2.2
CWAA-561K 561K 560+10% 0.80 0.96 0.87 2.1
CWAA-681K 681K 680+10% 0.95 0.88 0.83 1.9
CWAA-821K 821K 820+10% 1.2 0.80 0.74 1.7
CWAA-102K 102K 1000+£10% 1.3 0.76 0.68 1.6
CWAA-122K 122K 1200+10% 1.5 0.70 0.62 1.4
CWAA-152K 152K 1500+£10% 2.0 0.62 0.52 1.2
CWAA-182K 182K 1800+10% 2.5 0.56 0.46 1.1
CWAA-222K 222K 2200£10% 2.9 0.51 0.42 1.0
CWAA-272K 272K 2700+10% 3.7 0.46 0.38 0.91
CWAA-332K 332K 3300+10% 4.3 0.42 0.35 0.85
CWAA-392K 392K 3900+10% 5.2 0.38 0.32 0.79
CWAA-472K 472K 4700+10% 6.2 0.34 0.31 0.63
CWAA-562K 562K 5600+10% 7.0 0.32 0.28 0.60
CWAA-682K 682K 6800+10% 8.7 0.29 0.25 0.56
CWAA-822K 822K 8200+10% 11 0.26 0.22 0.48
CWAA-103K 103K 10000+£10% 13 0.24 0.20 0.45
CWAA-123K 123K 12000+£10% 18 0.22 0.18 0.42
CWAA-153K 153K 15000+£10% 20 0.19 0.17 0.38
CWAA-183K 183K 18000+£10% 24 0.18 0.15 0.32
CWAA-223K 223K 22000£10% 28 0.16 0.14 0.30
CWAA-273K 273K 27000+10% 39 0.14 0.12 0.27
CWAA-333K 333K 33000+10% 46 0.13 0.10 0.24
CWAA-393K 393K 39000+10% 63 0.12 90m 0.22
CWAA-473K 473K 47000+10% 69 0.10 85m 0.19
CWAA-563K 563K 56000+10% 77 95m 80m 0.18
CWAA-683K 683K 68000+10% 107 85m 70m 0.17
CWAA-823K 823K 82000+10% 121 80m 65m 0.16
CWAA-104K 104K 100000+£10% 140 75m 60m 0.15

% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CWAG (H500-0141)
NDUCTANCE | DGR RAUIED (%L)’RRENT SRF
PART No. STAMP (Q) (MHz)
(uH) Max. Ly, Ref.
Idc 1 Idc 2
CWAG-100K 100K 10+10% 18m 6.8 6.9 30
CWAG-120K 120K 12+10% 19m 6.2 6.3 26
CWAG-150K 150K 15+10% 22m 5.4 5.8 22
CWAG-180K 180K 18+10% 24m 5.0 5.5 15
CWAG-220K 220K 22+10% 26m 4.7 4.8 1
CWAG-270K 270K 27+10% 30m 4.2 4.6 8.2
CWAG-330K 330K 33+10% 37m 3.8 4.3 7.7
CWAG-390K 390K 39+10% 42m 3.5 4.1 7.3
CWAG-470K 470K 47+10% 46m 3.2 4.0 6.7
CWAG-560K 560K 56+10% 51m 3.0 3.8 6.2
CWAG-680K 680K 68+10% 65m 2.6 3.4 5.4
CWAG-820K 820K 82+10% 74m 2.4 3.3 4.7
CWAG-101K 101K 100£10% 84m 2.2 3.1 4.3
CWAG-121K 121K 120+10% 0.11 2.0 2.7 3.7
CWAG-151K 151K 150+10% 0.12 1.8 2.4 3.2
CWAG-181K 181K 180+10% 0.13 1.6 2.3 2.9
CWAG-221K 221K 220+10% 0.17 1.4 2.0 2.7
CWAG-271K 271K 270+10% 0.23 1.3 1.7 2.3
CWAG-331K 331K 330+£10% 0.31 1.2 1.4 1.9
CWAG-391K 391K 390+10% 0.34 1.1 1.3 1.8
CWAG-471K 471K 470+10% 0.39 1.0 1.2 1.7
CWAG-561K 561K 560+10% 0.43 0.90 1.1 1.6
CWAG-681K 681K 680+10% 0.59 0.82 1.0 1.4
CWAG-821K 821K 820+10% 0.65 0.77 0.90 1.3
CWAG-102K 102K 1000+£10% 0.85 0.69 0.84 1.1
CWAG-122K 122K 1200+10% 0.96 0.64 0.77 1.0
CWAG-152K 152K 1500+10% 1.1 0.57 0.73 0.94
CWAG-182K 182K 1800+10% 1.4 0.52 0.64 0.88
CWAG-222K 222K 2200+10% 1.7 0.46 0.57 0.73
CWAG-272K 272K 2700£10% 2.0 0.42 0.52 0.69
CWAG-332K 332K 3300+10% 2.5 0.38 0.46 0.62
CWAG-392K 392K 390010% 2.8 0.34 0.45 0.59
CWAG-472K 472K 4700+10% 3.6 0.32 0.38 0.52
CWAG-562K 562K 5600+10% 4.5 0.29 0.33 0.45
CWAG-682K 682K 6800+10% 5.1 0.26 0.32 0.43
CWAG-822K 822K 8200+10% 6.7 0.24 0.30 0.40
CWAG-103K 103K 10000+£10% 7.7 0.22 0.28 0.37
CWAG-123K 123K 12000+10% 9.2 0.20 0.26 0.34
CWAG-153K 153K 15000+10% 11.3 0.17 0.23 0.27
CWAG-183K 183K 18000+10% 14.2 0.16 0.22 0.25
CWAG-223K 223K 22000+10% 18.0 0.14 0.18 0.22
CWAG-273K 273K 27000+10% 20.5 0.13 0.17 0.21
CWAG-104K 104K 100000+10% 82.4 0.06 0.08 0.10
% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CWAC (H500-0097)
INDUCTANCE D.C.R. RATED (%\L)JRRENT S.R.F
PART No. STAMP (uH) Q) Max. (MHz)
Within Max. ldel dc2 Ref.
CWAC-3ROM 3ROM 3.9+20% 11m 10.8 8.6 62.0
CWAC-4R7M 4R7TM 4.7+20% 12m 9.7 8.3 52.0
CWAC-5R6M 5R6M 5.6+20% 13m 9.2 7.7 40.0
CWAC-6R8M 6R8M 6.8+20% 15m 8.4 7.3 33.0
CWAC-8R2M 8R2M 8.2+20% 16m 7.5 6.8 27.0
CWAC-100K 100K 10+10% 18m 6.8 6.4 19.5
CWAC-120K 120K 12+10% 19m 6.2 6.1 16.9
CWAC-150K 150K 15+10% 25m 5.6 5.4 13.5
CWAC-180K 180K 18+10% 28m 5.2 5.3 13.0
CWAC-220K 220K 22+10% 30m 4.8 5.0 12.5
CWAC-270K 270K 27+10% 36m 4.3 4.5 9.8
CWAC-330K 330K 33+10% 45m 3.9 4.0 9.1
CWAC-390K 390K 39+10% 51m 3.5 3.7 8.3
CWAC-470K 470K 47+10% 56m 3.2 3.5 7.8
CWAC-560K 560K 56+10% 71m 3.0 3.1 7.0
CWAC-680K 680K 68+10% 81m 2.7 29 6.0
CWAC-820K 820K 82+10% 103m 24 2.4 5.2
CWAC-101K 101K 100+10% 0.13 2.2 2.1 4.7
CWAC-121K 121K 120+£10% 0.14 2.0 2.0 4.3
CWAC-151K 151K 150+10% 0.17 1.8 1.9 4.1
CWAC-181K 181K 180+£10% 0.22 1.6 1.6 3.5
CWAC-221K 221K 220+10% 0.24 1.5 1.5 3.2
CWAC-271K 271K 270£10% 0.32 1.3 1.3 2.8
CWAC-331K 331K 330+£10% 0.37 1.2 1.2 25
CWAC-391K 391K 390*=10% 0.44 1.1 1.1 2.4
CWAC-471K 471K 470+£10% 0.56 1.0 0.96 2.0
CWAC-561K 561K 560£10% 0.63 0.88 0.91 1.9
CWAC-681K 681K 680+10% 0.76 0.80 0.82 1.8
CWAC-821K 821K 820£10% 0.90 0.78 0.76 1.6
CWAC-102K 102K 1000+10% 1.1 0.70 0.70 1.5
CWAC-122K 122K 1200+£10% 1.3 0.65 0.63 1.3
CWAC-152K 152K 1500+10% 1.6 0.57 0.56 1.1
CWAC-182K 182K 1800+£10% 1.9 0.52 0.50 1.0
CWAC-222K 222K 2200+10% 2.4 0.48 0.45 0.97
CWAC-272K 272K 2700£10% 3.0 0.42 0.38 0.84
CWAC-332K 332K 3300+10% 3.7 0.37 0.37 0.76
CWAC-392K 392K 3900£10% 4.6 0.35 0.34 0.73
CWAC-472K 472K 4700+£10% 5.5 0.32 0.30 0.66
CWAC-562K 562K 5600£10% 6.2 0.29 0.28 0.63
CWAC-682K 682K 6800+10% 7.3 0.26 0.26 0.49
CWAC-822K 822K 8200£10% 9.2 0.24 0.22 0.47
CWAC-103K 103K 10000+£10% 11.5 0.22 0.21 0.40
CWAC-123K 123K 12000+£10% 13.0 0.20 0.20 0.38
CWAC-153K 153K 15000+£10% 16.0 0.18 0.17 0.35
CWAC-183K 183K 18000+£10% 18.6 0.16 0.16 0.32
CWAC-223K 223K 22000+10% 24.4 0.14 0.14 0.30
CWAC-273K 273K 27000£10% 28.8 0.13 0.13 0.27
CWAC-333K 333K 33000+10% 41.0 0.12 0.11 0.26
CWAC-393K 393K 39000+£14% 46.5 0.10 0.10 0.25
CWAC-473K 473K 47000+10% 57.0 0.09 0.09 0.21

% Specifications other than the above will be furnished upon request.
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Specification table of Radial type Choke Coils CWCD (H500-0092)
INDUCTANCE D.C.R. RATED CURRENT S.RF.
PART No. STAMP (uH) (Q) (A) MAX. (MHz)
WITHIN MAX. ldcl ldc2 Ref.
CWCD-2R7M 2R7M 2.7120% 10.0m 16 9.3 77
CWCD-3R3M 3R3M 3.3x20% 11.0m 16 8.5 57
CWCD-4R7M 4R7M 4.7+20% 12.5m 14.7 7.9 54
CWCD-5R6M 5R6M 5.6220% 13.5m 135 7.7 48
CWCD-6R8M 6R8M 6.8+20% 15.0m 12.0 7.4 47
CWCD-8R2M 8R2M 8.2+20% 17.5m 10.5 6.8 32
CWCD-100K 100K 10+10% 19.0m 9.7 6.5 27
CWCD-120K 120K 12+10% 21.5m 8.4 5.9 19
CWCD-150K 150K 15+10% 23.0m 8.2 5.7 16
CWCD-180K 180K 18+10% 26.0m 7.4 5.5 11
CWCD-220K 220K 22+10% 29.0m 6.7 5.4 9.9
CWCD-270K 270K 27+10% 34.0m 6.0 48 9.3
CWCD-330K 330K 33+10% 37.0m 5.5 4.4 8.4
CWCD-390K 390K 39+10% 42.0m 5.1 43 7.1
CWCD-470K 470K 47+10% 47.0m 45 4.1 6.4
CWCD-560K 560K 56+10% 56.0m 42 3.8 6.0
CWCD-680K 680K 68+10% 74.0m 3.7 3.2 5.4
CWCD-820K 820K 82+10% 85.0m 3.3 2.9 4.8
CWCD-101K 101K 100£10% 0.11 3.0 2.6 42
CWCD-121K 121K 120£10% 0.12 2.8 2.4 3.7
CWCD-151K 151K 150+10% 0.15 25 2.2 3.2
CWCD-181K 181K 180x10% 0.17 2.3 2.1 3.1
CWCD-221K 221K 220+10% 0.22 2.1 1.8 2.8
CWCD-271K 271K 270£10% 0.25 1.9 1.6 25
CWCD-331K 331K 330+10% 0.34 1.7 1.4 2.2
CWCD-391K 391K 390+10% 0.38 1.6 13 2.0
CWCD-471K 471K 470+10% 0.44 1.4 1.2 1.8
CWCD-561K 561K 560+10% 0.48 1.3 1.1 1.7
CWCD-681K 681K 680+10% 0.60 1.2 1.0 15
CWCD-821K 821K 820+10% 0.69 1.1 0.95 1.4
CWCD-102K 102K 1000£10% 1.0 0.96 0.80 1.3
CWCD-122K 122K 1200£10% 1.1 0.88 0.77 1.2
CWCD-152K 152K 1500£10% 1.3 0.80 0.63 1.0
CWCD-182K 182K 1800£10% 15 0.73 0.62 0.95
CWCD-222K 222K 2200£10% 2.1 0.66 0.51 0.81
CWCD-272K 272K 2700x10% 2.4 0.60 0.48 0.76
CWCD-332K 332K 3300£10% 2.8 0.54 0.45 0.71
CWCD-392K 392K 3900£10% 34 0.50 0.39 0.63
CWCD-472K 472K 4700+10% 4.0 0.45 0.38 0.57
CWCD-562K 562K 5600£10% 5.0 0.41 0.33 0.51
CWCD-682K 682K 6800£10% 5.7 0.38 0.30 0.47
CWCD-822K 822K 8200x10% 7.0 0.34 0.28 0.45
CWCD-103K 103K 10000£10% 7.9 0.31 0.27 0.41
CWCD-123K 123K 12000£10% 11 0.27 0.22 0.31
CWCD-153K 153K 15000£10% 14 0.24 0.20 0.3
CWCD-183K 183K 18000£10% 17 0.22 0.17 0.25
CWCD-223K 223K 22000£10% 22 0.20 0.16 0.24
CWCD-273K 273K 27000x£10% 28 0.18 0.13 0.22
CWCD-333K 333K 33000£10% 34 0.16 0.12 0.18
CWCD-393K 393K 39000£10% 47 0.15 0.10 0.17
CWCD-473K 473K 47000£10% 56 0.13 95m 0.14
CWCD-563K 563K 56000£10% 63 0.12 90m 0.13
CWCD-683K 683K 68000£10% 87 0.11 80m 0.12
CWCD-823K 823K 82000£10% 98 0.10 70m 0.11
CWCD-104K 104K | 100000+10% 112 95m 60m 0.10
% Specifications other than the above will be furnished upon request.
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